
POLYBOND ACRO 

(REPAIR POLYMERS) 

APPLICATION PROCEDURE 

 Polybond Acro can be used for preparing bonding coats, 
polymer modified cement mortars and for crack filling mortar. 
For preparing bond coat slurry, mix 1kg Polybond Acro and 1kg 
cement thoroughly. The surface on which the bondcoat has to 
be applied should be cleaned with water properly. Then the 
mixture can be applied by a brush on the surface to be bonded.  
For preparing polymer modified cement mortar, use 1kg 
Polybond Acro with 5 kg cement and 15 kg quartz sand 
(Polymer: Cement: Quartz sand ratio is 1:5:15). Mix Polybond 
Acro with required quantity of water and stir it properly. Then 
add the liquid to the cement-sand mix preferably in a stirrer to 
achieve a lump free mixture. 
For preparing a crack filling mortar, use 2 kg Polybond Acro, 5-
kg cement and 15 kg Quartz sand. First mix the cement and 
Quartz sand properly. Then add the cement sand mix into the 
polymer and stir it properly, until a uniform paste is formed 
(Donot mix any water). Then the mortar can be used for crack 
filling effectively. 
  
WATERPROOFING APPLICATION 

For preparing waterproofing membrane coatings, mix 1part of 
POLBOND ACRO with 1-1.5 kg cement. Apply two coats at an interval 
of 4 -6 hours. Pond test can be done after 48 hours. 
  
In all applications, curing should be done for two to three days. 
Prepare only as much quantity which can be used in 30 minutes. 
  
ADVANTAGES 

  Improves adhesion, more tolerant towards the substrate self 
priming 

 Better bond to older concrete layers 
 Reduces porosity & better resistance towards Carbonation. 

Polybond Acro fills the air voids & blocks pores 
 Lower shrinkage thanks to the reduced W/C ratio 
 Improved workability 
 Reduced water absorption 
 Increases resistance towards frost/thaw cycle 
 Very effective even in low concentrations 
  
USES 

 In repair mortars/concretes 
 All waterproofing mortars/ concretes 
 In crack filling systems 
 Construction joints 
 Honeycomb repair in concrete 
 Waterproof Admixture in plaster mortars 
 
PACKING  : 5,25,50 kgs 

 
The information given is true to the best of our knowledge. They are 
offered in good faith but without guarantee as conditions and 
methods of use of all our products are beyond our control. Users are 
requested to determine the suitability of our material before 
adopting them on a commercial scale. 
 

 

 

 

 

 

 

 
 

 

Polybond Acro is basically an 
acrylic copolymer of very fine 
particle size which can be used to 
modify ordinary cement mortars 
& cement concrete mortars. 
Mortars modified with Polybond 
Acro have excellent adhesion to 
different substrates such as brick, 
masonry, concrete and wood etc. 
The modified mortar highly 
improves the mechanical 
properties ie. Compressive 
Strength, Impact strength & 
Flexural strength. It is mainly 
used for repairing of RCC 
columns, Beams, Slab etc.  It can 
also be used as a base coat for 
waterproofing of Terraces, 
Bathrooms, Swimming Pools, 
Podiums etc.  

TECHNICAL DATA 

Polymer  Acrylic Copolymer 

Appearance Milky White 

ph 8-10 

Shelf Life  12 months in 
 original packing 

Film  Clear 
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